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A B S T R A C T

Biochar has been identified as a media amendment to improve nutrient removal from wastewater, and N re-
tention and plant growth in agroforestry. It therefore has the potential for treating domestic wastewater. The aim
of this research was to compare nitrogen removal and plant growth in pure sand and sand amended with bio-
char, in wetland mesocosms (240 L) receiving sewage. There were seven media treatments based on the pro-
portions of biochar in the sand media (100% sand, sand and coir peat, 5, 10, 15, 20, 25% biochar). The plant
species were Paperback tree (Melaleuca quinquenervia) and Lemongrass (Cymbopogon citratus). The mesocosms
were continuously loaded for 8 months with secondary clarified wastewater (SCW) (16 L/day). Septage was then
intermittently loaded (20 L/2 days) for a further 8 months. Inflow and outflow samples were monitored for TN,
NH4-N, and NOx-N.

All treatments showed good nitrogen removal efficiency. Average removal efficiencies of TN, NOx-N and NH4-
N in the mesocosms loaded with SCW ranged from 71 to 87%, 81 to 93% and 65 to 79%, for 100% Sand to 25%
Biochar respectively. For septage, the removal efficiencies ranged from 63 to 81%, 69 to 87% and 66 to 81%, for
100% Sand to 25% Biochar respectively. Significant differences of nitrogen outflow concentrations were ob-
served between pure sand and sand amended with biochar. Physical chemical properties of the biochar would
have facilitated microbial processes and adsorption. Strong positive correlations were observed between biochar
content in the media and nitrogen removal rates. The increased nitrogen removal may be attributed to higher
mineralisation of organic nitrogen and NH4-N, especially in the case of septage where strong correlation was
observed between BOD5 and TN removal. Total N biomass in the plants harvested after 21 months ranged from
13.4–14.0 g N. The addition of biochar did not increase plant N biomass in either species.

1. Introduction

Constructed wetlands (CWs) are an efficient eco-technology for
wastewater treatment with the advantages of low cost, simple operation
and maintenance (Kadlec and Wallace, 2008). CWs can be used to treat
domestic wastewater to reduce biological oxygen demand, total sus-
pended solids, coliforms and nutrients (Abou-Elela et al., 2013; De
Rozari et al., 2015, 2016; Wu et al., 2015). They can be constructed
using local materials which reduce construction cost considerably
(Lucas and Greenway, 2011a; Zurita et al., 2009). The challenges in this
technology are to find local materials which can effectively remove
nutrients for a long term application.

Media is an important component of the CWs. It is used to control
either the rate of water infiltration or retention time, filter sediments
and particulates, provide sorption surfaces for nutrients, provide

surface biofilms, and provide a nutrient source for microbes (bacteria,
fungi, protozoan, algae) and macrophytes (Kadlec and Wallace, 2008).
The majority of nitrogen removal takes place in the media via sorption,
and microbial processes including ammonification, nitrification, deni-
trification, and anaerobic ammonium oxidation (anammox) (Saeed and
Sun, 2012). Media also influences the hydraulic conductivity (Ksat) and
hydraulic retention time (HRT) which are important factors affecting
nitrogen removal efficiency (Lucas and Greenway, 2011b; Zhang et al.,
2015). Better removal efficiency of nitrogen is correlated with low in-
filtration and/or slow hydraulic conductivity (Davis et al., 2006; Lucas
and Greenway, 2011a).

Several studies have focused on nitrogen (N) removal using different
media (e.g., Millot et al., 2016; Wu et al., 2015; Zhang et al., 2012;
Zurita et al., 2009). Zhang et al. (2015) reviewed the performance of
CWs in tropical and sub-tropical regions and concluded that the media
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significantly affected the removal efficiencies of TN, NH4-N, and NO3-N
in vertical flow constructed wetland (VFCW) systems.

Removal efficiency may be enhanced by augmenting sand or gravel
media with other material that may facilitate nitrogen removal. Since
biochar has high organic carbon content, this material can serve as a
soil conditioner to improve the physicochemical and biological prop-
erties of the soil. Mohan et al. (2014) reported that biochar added into
the soil could increase nutrient availability, microbial activity, soil or-
ganic matter, water retention and crop production. In laboratory scale,
Gupta et al. (2015) compared the efficiency of biochar media made
from Oak tree (Quercus sp) and gravel in CWs planted with Canna sp for
nitrogen removal from synthetic wastewater. The results showed that
nitrogen removal was higher in the CW with biochar media. Kizito et al.
(2017) compared the nitrogen removal efficiency in vertical flow (VF)
columns loaded with anaerobic digested effluent. They reported that
columns packed with biochar media (from corn cob and wood biochar)
performed significantly better than those packed with gravel media.
Zhou et al. (2017) also reported that biochar made from bamboo en-
hanced the nitrogen removal efficiency in aerated VFCW systems
compared to gravel systems. Therefore, biochar may be a suitable
amendment to enhance nitrogen removal in CWs. However, the find-
ings reported in the literature are mainly based on laboratory scale
experiments under laboratory controlled conditions and in many cases
used synthetic wastewater (Kizito et al., 2017; Sarkhot et al., 2012; Yao
et al., 2012; Gupta et al., 2015; Zhou et al., 2017). Our study in-
vestigated the nitrogen removal efficiency in vertical flow mesocosms
using sand media augmented with biochar planted with two plant
species (Melaleuca quinquenervia and Cymbopogon citratus) under field
environmental conditions and using domestic wastewater from both
secondary clarified wastewater (SCW) and septage. This paper com-
pares (1) hydraulic conductivity, (2) nitrogen removal (TN, NH4-N and
NOx-N), and (3) N uptake in 2 plant species (Melaleuca quinquenervia
and Cymbopogon citratus) in pure sand media and sand media aug-
mented with biochar.

2. Methods

2.1. Experimental design

The experiments were conducted from November 2013 to July 2015
using 240 L vertical flow (VF) mesocosms. Sand sourced from river sand
was the media while biochar produced from hardwood using fast pyr-
olysis processes at 500 °C was the amendment. There were seven dif-
ferent media treatments augmented with biochar content of 0–25%
with 5% increments of biochar. The treatments contained 12% coir peat
to enhance moisture retention (during intermittent loading) except in a
control treatment that used 100% sand with no added coir peat, la-
belled as S100. The physical and chemical characteristics of the seven
media treatments were presented in a previous paper (De Rozari et al.,
2016). All treatments were triplicated. Each mesocosm was planted
with one Melaleuca tree (Melaleuca quinquenervia) and one Lemongrass
plant (Cymbopogon citratus).

Wastewater was stored in three 5,000 L tanks and each tank fed the
seven treatment mesocoms (Fig. 1). The outlet was located at the
bottom of mesocosm and elevated with a hose to approximately 5 cm
below the media surface. Wastewater was replenished monthly. The
experiment was divided into three phases: establishment phase – the
mesocosms intermittently received tertiary wastewater effluent (No-
vember 2013–February 2014)-; continuous secondary clarified waste-
water load phase (March–October 2014) with a hydraulic loading rate
16 L/day; and intermittent septage load phase (November 2014–July
2015) with 20 L of septage effluent loaded every two days. The removal
of TSS, BOD5, and coliforms has previously been reported in De Rozari
et al. (2015). Phosphorus removal, microbial P biomass and plant-P
biomass has been reported in De Rozari et al. (2016). This paper focuses
on N removal and plant-N biomass.

2.2. Hydraulic conductivity

Hydraulic conductivity measurements were determined by falling
head measurements and were carried out in February 2014, August
2014 and March 2015 for each mesocosm. The reading at the lip (max
ponding depth) and distance from lip to the top of the outlet (outlet
depth) were measured. The wastewater was added into the mesocoms
when they were still draining. The depths were determined from the
soil surface to water height. The elevation was measured in each me-
socosm by reading the estimated depth at the middle of the meniscus.
The measurements were carried out in 5-min intervals for at least
45 min (until the wastewater had drained).

The determination of saturated hydraulic conductivity (Ksat) was
calculated based on the equation adapted from Bedient and Huber
(1988):
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At = average ponding area (m2)
Am = average media cross-sectional area (m2)
L = media depth (m)
h1 = initial head (m)
h2 = final head (m)
t = elapse time (hours)

2.3. Water sample collection

The inflows and outflows were sampled every two weeks for the first
four months (March–June 2014) and then monthly from August 2014
to July 2015. The inflows were collected from the inlet hose which was
connected to the tank and the outflows were collected from a 135 L
collection chamber connected to the mesocosm (Fig. 1). The collection
chamber stored the outflow from the mesocosm for approximately two
weeks. After collection, samples were refrigerated at 4 °C, then frozen
until analysed. For NH4-N and NOx-N, the samples were filtered using
0.45 μm Millipore filters. The filtered solutions were then analysed
using colorimetric methods with a Discrete Chemistry Analyser (Westco
Smartchem 200, Danbury CT, USA) according to USEPA 350.1, USEPA
353.2 (USEPA, 1983). To determine TN, the standards and samples
were first digested using standard persulphate methods according to
standard methods 4500-P (APHA, 2005) and analysed using colori-
metric methods with a Discrete Chemistry Analyser (Westco Smartchem
200, Danbury CT, USA) according to the methods for chemical analysis
of water and waste (USEPA, 1983).

2.4. Plant samples

Determination of biomass was carried out by harvesting above-
ground and belowground biomass. The Melaleuca trees were separated
into stems, branches, leaves, bark and roots while the Lemongrass
plants were separated into shoots, rhizome and roots. These samples
were oven dried for 48 h at 70 °C to obtain a constant dry weight.
Representative samples of oven dried plants from each plant part were
ground and pelletised, then analysed for TN in a mass spectrometer
(Sercon Hydra 20–22) according to Gautam and Greenway (2014).
Plants in treatments BC5, BC10, BC15 and BC25 were harvested in
March 2015 and the remaining plants (S100, SCP and BC20) were
harvested in July 2015.

2.5. Statistical and data analysis

All statistical analyses were carried out using SPSS 21 software. The
mean and standard deviation of saturated hydraulic conductivity (Ksat)
were determined and One-way ANOVA test was applied to determine
the significant differences Ksat among the treatments. A Tukey post-hoc
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test was carried out to decide the significant difference of Ksat among
the treatments.

For nitrogen, the mean and standard deviation of inflow and out-
flow concentrations were calculated. The percentage removal efficiency
was calculated as%R = − x100%

C C
C

in ef

in
where Cin and Cef are inflow and

outflow of TN, NH4-N and NOx-N concentration. One-way ANOVA
analyses were applied to test for differences among treatments for each
parameter. Tukey HSD post-hoc tests were then carried out to de-
termine which treatments were significantly different. In all cases,
significant level (α= 0.05) was used. Regression analysis was carried
out to investigate the effects of biochar content on the removal effi-
ciency of the different nitrogen compounds.

For plant biomass N, the mean and standard deviation of biomass N
from each treatment were determined. The significant differences
among the four treatments harvested in March (BC5, BC10, BC15 and
BC25) and the three treatments harvested in July 2015 (S100; SCP and
BC20) were assessed using One-way ANOVA. The Tukey post-hoc tests
(α = 0.05) was conducted to determine the significant difference of

biomass N among the subsets.

3. Results and discussion

3.1. Hydraulic conductivity

Saturated hydraulic conductivity (Ksat) across the seven treatments
in February 2014, August 2014 and March 2015 are shown in Table 1.
The highest Ksat during these experiments was in the sand media
without the addition of biochar (S100) and the lowest Ksat in sand
media with the addition of 25% biochar (BC25). One-way ANOVA
analysis showed that there was no significant difference of Ksat between
S100 and SCP, indicating the addition of coir peat in the sand media did
not influence hydraulic conductivity. No significant differences of Ksat

were also found among BC5, BC10 and BC15 and among BC15, BC20
and BC25, respectively. Tables 1 and 2 show that the addition of bio-
char in the sand media reduced the Ksat when it was higher than 15%.
Barnes et al. (2014) also reported that the addition of biochar in sand

Fig. 1. Schematic of experimental layout of VF mesocosms.
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decreased Ksat due to porosity, bulk density and the internal structure of
biochar.

Ksat initially increased between February 2014 and August 2014
(Table 1). However, statistical analysis revealed there were no sig-
nificant differences of Ksat value between February 2014, August 2014
and March 2015. The initial increase of Ksat could be caused by the
growth of plant roots. Plant roots would have maintained the Ksat after
loading with septage thereby preventing clogging.

3.2. Nitrogen (TN, NH4-N, and NOx-N): water samples

The addition of biochar to the sand media will incur additional costs
as biochar is more expensive than sand. Therefore, the effectiveness of
nitrogen removal in the media treatments was compared to pure sand
media (S100). Statistical analysis revealed that the outflow nitrogen
concentrations of S100 were not significantly different with SCP (Tables
3 and 5). However, significant differences of TN and NH4-N were ob-
served between pure sand media (S100) and biochar media treatments
which were higher than 5% biochar (> BC5). Regarding NOx, sig-
nificant differences were found between the pure sand media (S100)

and the media augmented with more than 10% biochar (> BC10).
Nevertheless, no significant differences were observed between BC10
and BC15; and between BC20 and BC25 (Tables 3 and 5). Results and
discussion are focused on nitrogen removal in S100, BC5, BC10 and
BC20 and are presented for (1) the continuous secondary clarified
wastewater load phase and (2) intermittent septage load phase.

3.2.1. Continuous secondary clarified wastewater load phase (March-
October 2014)

The inflow concentrations of TN, NH4-N, and NOx-in SCW ranged
from 2.9–4.0 mg/L, 0.12–0.17 mg/L, and 0.7–0.9 mg/L, respectively
(Fig. 2). The mean concentrations of TN in the outflows from SCW
ranged from 0.37 (BC20) – 1.2 (S100) mg/L (Fig. 2), corresponding to
removal percentages of 71–85% (Table 4). The highest outflow con-
centrations were observed in the pure sand media (S100), meanwhile
the lowest outflow concentrations were observed in the sand media
amended with 20% biochar (BC20). The TN concentrations in the
outflows decreased with the increase of biochar content in the sand
media as shown in Fig. 2a. A clear trend suggesting a strong positive
correlation (r = 0.945) between biochar content in the media and TN
removal percentages was observed (Fig. 3). One-way ANOVA analysis
revealed there was no significant difference of TN between S100 and
SCP (Table 3), confirming that the addition of coir peat did not con-
tribute to the removal of total nitrogen from secondary clarified was-
tewater (SCW). Significant differences were observed between pure
sand media (S100) and the media amended with more than 5% biochar
(> BC5). This indicated that the presence of biochar reduced TN con-
centrations in the outflows. Further statistical analysis revealed that
significant differences occurred between treatments when the biochar
content in the media exceeded 10% increments (i.e., SCP and BC10;
BC5 and BC15; BC10 and BC20).

Outflow concentrations of NH4-N ranged from 0.03 (BC20) – 0.06
(S100) mg/L while the outflow concentrations of NOx-N ranged from
0.04 (BC20) – 0.17 (S100) mg/L (Fig. 2). The pure sand media (S100)
had the highest outflow concentrations of NH4-N and NOx-N in each
sampling period while the sand media amended with 20% of biochar
(BC20) had the lowest concentrations. One-way ANOVA tests showed
significant differences between NH4-N concentrations in 10% incre-
ments of biochar. However, for NOx-N, the biochar only made a sig-
nificant difference when the biochar content exceeded 10%.

Average removal efficiencies ranged from 65 (S100) to 77% (BC20)
for NH4-N and 82 (S100) to 92% (BC20) for NOx-N (Table 4). Regres-
sion analysis further revealed a strong positive correlation between the
percentage of biochar in the media and NH4-N (r = 0.908) and NOx-N
(r = 0.8150) removal efficiencies, respectively (Fig. 3). Thus, an in-
crease in biochar amendment to sand media increases NH4-N and NOx-
N removal efficiencies.

3.2.2. Intermittent septage load phase (November 2014–July 2015)
Inflow and outflow concentrations are given in Fig. 4. Inflow con-

centrations for the septage ranged from 101 to 131 mg/L, 56–76 mg/L
and 8.9–13.6 mg/L for TN, NH4-N, and NOx-N respectively. Outflow
concentrations ranged from 21.5 (BC20) to 44.0 (S100) mg/L for TN,
13.4 (BC20) – 26.4 (S100) mg/L for NH4-N and 1.0 (BC20) – 3.6 (S100)
mg/L for NOx-N. Thus, an increased percentage of biochar in sand
media was associated with a greater reduction of TN, NH4-N, and NOx-
N concentrations in the outflows. One-way ANOVA analysis revealed
significant differences among mesocosm treatments, confirming that
the addition of biochar in the sand media significantly reduced TN,
NH4-N and NOx-N concentrations in the outflows (Table 5).

Average removal efficiencies ranged from 63 (S100) to 79% (BC20)
for TN, 66 (S100) to 79% (BC20) for NH4-N, and 69 (S100) – 87%
(BC20) for NOx-N (Table 6). Regression analysis confirmed that there
was a strong positive correlation between percentages of biochar and
TN (r = 0.910), NH4-N (r = 0.901), and NOx-N (r = 0.840) removal
efficiencies (Fig. 5).

Table 1
Saturated hydraulic conductivity (cm/h) (x ± SD) in VF mesocosms with seven different
treatments.

Treatment Sampling event

February 2014 August 2014 March 2015

S100 94.3 ± 9.1 106.2 ± 6.6 108.9 ± 9.1
SCP 92.6 ± 8.7 102.9 ± 9.6 100.6 ± 8.2
BC5 82.2 ± 9.1 86.9 ± 1.3 86.8 ± 5.7
BC10 80.9 ± 1.0 86.8 ± 4.6 86.6 ± 2.3
BC15 67.1 ± 3.0 75.1 ± 3.2 75.6 ± 1.7
BC20 63.0 ± 2.5 69.7± 5.0 70.8 ± 4.5
BC25 61.3± 4.9 62.9 ± 10.1 65.8 ± 2.9

Table 2
Significant differences of Ksat among the treatments (α < 0.05).

S100 SCP BC5 BC10 BC15 BC20 BC25

S100 – – +• +• x+• x+• x+•
SCP – – – – x+• x+• x+•
BC5 +• – – – – x x+•
BC10 +• – – – – – x+•
BC15 x+• x+• – – – – –
BC20 x+• x+• x – – – –
BC25 x+• x+• x+• x+• – – –

x: significant difference of Ksat sampling in February 2014 (α < 0.05).
+: significant difference of Ksat sampling in August 2014 (α < 0.05).
•: significant difference of Ksat sampling in March 2015 (α < 0.05).
– : no significant differences.

Table 3
Significant differences of TN, NH4-N, and NOx-N loaded with secondary clarified waste-
water among the treatments (α < 0.05).

S100 SCP BC5 BC10 BC15 BC20 BC25

S100 – – x +x• +x• +x• +x•
SCP – – – +x +x +x• +x•
BC5 x – – – +x +x +x
BC10 +x• +x – – – +x +x
BC15 +x• +x +x – – – –
BC20 +x• +x• +x +x – – –
BC25 +x• +x• +x +x – – –

x: significant difference of TN (α < 0.05).
+: significant difference of NH4-N (α < 0.05).
•: significant difference of NOx-N (α < 0.05).
–: no significant differences.
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In our research, the pure sand media had a removal efficiency of
more than 60%, comparable with the results obtained by Abou-Elela
et al. (2013) who reported removal efficiencies of 62% of ammonia.
Our results are also comparable with the nitrogen removal reported by
Bradley et al. (2015) from a laboratory scale column experiment using

sand media augmented with various percentages of biochar made from
poplar (Populus. maximowiczii). They reported that the higher nitrogen
removal in the columns was mainly due to adsorption of NH4-N, NO3-N,
and organic-N compounds into the biochar surface areas and microbial
N immobilisation. These processes occur simultaneously in the

Fig. 2. TN (a), NH4-N (b) and NOx-N (c) (x ± SD) concentrations
(mg/L) in VF mesocosms with different media loaded with secondary
clarified wastewater.
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substrate media. Adsorption of NH4
+ in biochar has been reported by

Kizito et al. (2015) who found that rice husk and wood biochar ad-
sorbed 70- 80% of NH4-N from piggery manure anaerobic digestate
slurry. Zheng et al. (2013) reported that the addition of 5% biochar (w/
w) made from giant reed (Arundo donax L) into the soil significantly
reduced the cumulative amount of NH4

+-N and NO3
−-N leaching from

fertiliser through adsorption and microbial N-immobilisation. Yao et al.
(2012) investigated 13 types of biochar and reported that 9 types could
remove ammonium but had little ability to adsorb nitrate. Güereña
et al. (2013), in a four years field trial, reported that clay loam soil
amended with maize stover biochar had adsorbed more dissolved N-
organic than those without the biochar.

Tan et al. (2015) pointed out that adsorption mechanisms of biochar
can occur via different types of interactions such as electrostatic at-
traction, ion-exchange, physical adsorption and chemical bonding. In
our research, increase of biochar percentage in the sand media in-
creased the cation exchange capacity (CEC) from 5.73 (S100) to
9.23 cmol(+)/kg (BC20) (De Rozari et al., 2016). The CEC in the bio-
char is the main source of NH4

+ adsorption (Jassal et al., 2015). It
means that the better performance with the addition of biochar in the
sand media in removing NH4-N could be due to the increase of CEC in
the media. The increase of biochar content amended in sand media
could increase the specific surface area and porous structure. Thus, both
organic and inorganic nitrogen compounds could be adsorbed onto the
biochar surfaces and trapped in the porous structure of biochar (Zhang
et al., 2015). The Fourier Transform Infrared Spectroscopy (FT-IR)
spectra indicated that the biochar used in our research contained car-
bonyl, carboxyl, aldehyde, ketones and aromatic compounds which
could provide negative surface charges (De Rozari et al., 2016). These
functional groups could specifically adsorb the ammonium ion (NH4

+)
which has positively charged ions. Wang et al. (2015) reported im-
provement of NH4

+ adsorption was attributed to the existing phenolic-
OH and carboxyl C]O groups because these functional groups provide
negative surface charges.

In our research, NOx-N removal efficiency increased with the in-
crease of percentage of biochar in the sand media. Kameyama et al.

(2012) pointed out that nitrate sorption in the biochar surface could be
mainly because of the base functional groups and not due to physical
sorption. Mukherjee et al. (2011) stated that electrostatic interactions
(outer sphere complexation mechanism) are the main process of nitrate
adsorption. The addition of biochar in the sand media increased the
anion exchange capacity (AEC) from 1.09 (S100) to 1.51 cmol(−)/kg
(BC20) (De Rozari et al., 2016). This confirmed that ion exchange
mechanisms could be one of the factors affecting the increase of NOx-N
removal efficiency. Further investigation is required to understand the
role of ion exchange mechanisms for NOx-N removal in biochar.

Microbial processes promote nitrogen removal. During loading with
SCW, the mesocosms were mainly in saturated conditions, thus facil-
itating more anaerobic conditions whereas loading with septage was
intermittent, facilitating more aerobic condition. Nitrogen in CWs has a
better removal efficiency in intermittent loading compared to con-
tinuous loading (Caselles-Osorio and García, 2007; Saeed and Sun,
2012). Caselles-Osorio and García (2007) found that intermittent
loading produced higher ammonium removal efficiency (80–99%)
compared to continuous loading (71–85%). Intermittent loading pro-
motes nitrification and denitrification simultaneously (Zhou et al.,
2017). Gul et al. (2015) reported that the surface charge on biochar
could bind with microbial cells, chemical compounds and ions. In ad-
dition, high concentrations of nutrients and dissolved organic com-
pounds trapped in the porous structure of the biochar could also pro-
mote microbial growth (Gul et al., 2015). Thus, the microbial
communities on the biochar surface and within its’ pores would en-
hance nitrogen removal processes.

In our previous study, we reported that the removal efficiency of
BOD5 was positively correlated with the biochar content in the media
(De Rozari et al., 2015). The relationship between TN removal (%),
BOD5 removal and biochar percentage in the mesocosms loaded with
SCW and septage are shown in Fig. 6. Moderate correlation (r = 0.470)
between TN removal and BOD5 removal was observed when the me-
socosms were loaded with SCW. On the other hand, strong correlation
(r = 0.850) was observed when the mesocosms were intermittently
loaded with septage. This may be explained by the higher organic N
content in the septage which is mineralised to NH4-N as well as the
higher NH4-N content in the septage (Fig. 4) which is mineralised to
NOx-N and subsequently denitrified. Higher organic carbon in the or-
ganic matter (BOD5) would facilitate denitrification and hence the
stronger correlation with TN removal.

Biochar in the sand media enhanced the removal of TN because it
provided better physical/chemical conditions for microbial growth.
Aeration, adsorption and trapping organic material in the micro and
meso pore structure of the biochar would all contribute to N removal.
Organic nitrogen compounds would be mineralised by the

Table 4
Removal efficiency (x ± SD) of TN, NH4-N, and NOx-N (%) loaded with secondary
clarified wastewater.

N Species Media treatment

S100 BC5 BC10 BC20

TN (%) 70.9 ± 1.3 76.6 ± 1.7 79.8 ± 1.7 85.2 ± 1.3
NH4-N (%) 65.1 ± 2.1 68.5 ± 2.3 71.4 ± 2.7 76.9 ± 2.0
NOx-N (%) 81.5 ± 2.1 87.3 ± 1.8 89.2 ± 2.6 92.3 ± 2.4

Fig. 3. Regression analyses of biochar content (%) vs removal per-
centage of nitrogen compounds (%) in the VF mesocosms loaded with
secondary clarified wastewater.
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microorganisms and then nitrogen removal could take place through
nitrification and denitrification. Further, nitrogen removal/transfor-
mations would also take place within the collection chambers where the
outflows were stored for approximately two weeks.

3.3. Plant uptake

Plant uptake also contributed towards the remove of NH4-N and
NOx-N. Measurement of TN in the plant biomass can be used as an

indicator to estimate the capacity of the plants to uptake and assimilate
nitrogen. Table 7 shows a summary of the biomass N in the plants used
in the experiment.

TN (g N/plant) in the Melaleuca trees in March and July 2015
ranged from 6.1 (BC5) – 8.0 (BC25) g N/plant and 9.8 (BC20) – 10.4
(SCP) g N/plant, respectively. The biomass N in the Lemongrass (C.
citratus) ranged from 2.6 (BC10) – 3.2 (BC5) g N/plant and 3.6 g N/
plant for the March and July 2015, respectively. The TN biomass for
each treatment ranged from 9.3 (BC5) – 11.0 (BC25) (g N) and 13.4

Fig. 4. TN (a), NH4-N (b), NOx-N (c) (x ± SD) concentrations (mg/L)
in VF mesocosms with different media loaded with septage.
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(BC20) – 14.0 (SCP) (g N) for the March and July 2015, respectively.
One-way ANOVA analysis showed that there were no significant dif-
ferences of N biomass between BC5, BC10, BC15, and BC25 harvested
in March 2015 and between S100, SCP, and BC20 harvested in July
2015. This indicated that the addition of biochar in the sand media did
not increase plant N biomass. In agroforestry, applying biochar into the
soil system can increase plant growth and crop yields (Atkinson et al.,
2010; Lehmann and Joseph, 2012). In our experiment, however, ad-
dition of biochar did not improve the plant biomass. This may be due to
the high nutrient concentrations of NOx-N and NH4-N in the wastewater
loaded into the mesocosms providing sufficient nutrients for growth
even in pure sand media.

The results of biomass N in Melaleuca trees were higher compared
to the results obtained by Bolton and Greenway (1997) and Greenway
(2013). Bolton and Greenway (1997) reported 7.3 g N/plant after
growing for 21 months in the sand media continuously saturated with
secondary effluent; while Greenway (2013) reported only 5.92 g N/
plant after growing for 24 months in sand media (80%) augmented with
water treatment residuals (20%) and intermittently loaded with tertiary

effluent. These results all confirm that Melaleuca plants can tolerate a
range of effluent types and nitrogen concentrations, with enhanced
growth occurring at higher nitrogen availability.

To the best of the authors’ knowledge, this is the first study to de-
termine plant biomass N in Lemongrass. Lemongrass and Vetiver plants
are classified as perennial grasses and their morphological character-
istics are closely related (Rao, 2013). The Vetiver plant has a high
tolerance to drought, flood, and inundation and it has a high capacity to
absorb nutrients from wastewater (Ash and Truong, 2003;
Kantawanichkul et al., 2013). Therefore, the biomass N accumulation in
the Lemongrass plants was compared to that in the Vetiver plants. Our
results show that the plant biomass N in the Lemongrass (C. citratus)
was comparable to Vetiver (Chrysopogon zianioides) biomass N (2.4 g N/
plant) (Greenway, 2013). Thus, Lemongrass has the potential to be used
for wastewater treatment.

4. Conclusion

The addition of biochar to sand media, in mesocosm scale con-
structed wetland experiments, improved nitrogen removal efficiencies
from both secondary clarified wastewater and septage. Regression
analysis showed strong positive correlation between biochar content of
the media and nitrogen removal efficiency. However, statistically sig-
nificant differences in nitrogen outflow concentrations were only ob-
served between treatments when the biochar: sand increment differed
by more than 10% (i.e. between 0% and 10%, 5% and 15%, 10% and
20%). Positive correlations were also observed between TN and BOD5

removal efficiency for the mesocosm. The correlation between nitrogen
and BOD5 removal was particularly strong when the mesocosms were
intermittently loaded with septage. N biomass in plants harvested after
21 months was similar for both pure sand media and the biochar aug-
mented media. Biochar amendment did not improve plant growth;
however, the high nitrogen concentrations in the wastewater would
have provided sufficient nutrients for growth.
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Table 5
Significant differences of TN, NH4-N, and NOx-N loaded with septage among the treat-
ments (α < 0.05).

S100 SCP BC5 BC10 BC15 BC20 BC25

S100 – – x• x• +x• +x• +x•
SCP – – x• x• +x• +x• +x•
BC5 x• x• – – – +x +x
BC10 x• x• – – – +x +x
BC15 +x• +x• – – – – –
BC20 +x• +x• +x +x – – –
BC25 +x• +x• +x +x – – –

x: significant difference of TN (α < 0.05).
+: significant difference of NH4-N (α < 0.05).
•: significant difference of NOx-N (α < 0.05).
–: no significant differences.

Table 6
Removal efficiency of TN, NH4-N, and NOx-N (%) (x ± SD) loaded with septage among
the treatments.

N Species Media treatment

S100 BC5 BC10 BC20

TN (%) 63.1 ± 3.2 70.8 ± 3.1 72.7 ± 3.0 78.9 ± 2.2
NH4-N (%) 65.9 ± 2.9 69.4 ± 2.7 70.5 ± 3.8 78.8 ± 2.7
NOx-N (%) 68.5 ± 3.2 79.9 ± 2.9 83.1 ± 2.2 86.7 ± 2.2

Fig. 5. Regression analyses of biochar content (%) vs removal per-
centage of nitrogen compounds (%) in the VF mesocosms loaded with
septage.
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